
	

 

 

 

BASE LINK TOILET SUITE 

• Connector Suite 

Perfect for eash changes and retrofit installations, the base link is your most cost 
effective toilet suite install. 

Technical Information 

 
BASE LINK TOILET SUITE 

 
Recommended use Domestic 
Material Vitreous china with plastic cistern 
Cistern Type Link (connector) 
Colour White 
Set Out S Trap 

150-250mm S Trap 
185mm P Trap 

Water Inlet Bottom Inlet 
Dimensions Height: 850mm 

Width: 418mm 
Projection: 750mm 
Pan Hight: 395mm 

Rating 4* 
4.5/3L per flush. Average 3.5L 

 

Warranty 

 
BASE LINK TOILET SUITE 

 
Warranty Domestic Use Warranty: 1 year on pan 

Standards: AS1172 
 

Warranty Covers Warranty covers faults in the product construction, material and assembly. 
 
This warranty does not include faults caused by: 
 
• Unsuitable or improper use 
• Normal wear and tear 
• Inadequate or complete lack of maintenance 
• Chemical, electrochemical or electrical influences. 

Cleaning Recommendation The manufacturer recommends the use of soapy water or approved 
bathroom cleaners. The use of abrasive materials, corrosive or abrasive 
cleaning agents, acids or scouring materials should not be used to clean 
the toilet system. Damage caused by any of these treatments will void the 
warranty period. 

 

 


