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PORCHER STUDIO BTW TOILET SUITE
Technical Information

PORCHER STUDIO BTW TOILET SUITE

Recommended use Domestic, commercial.
Material Vitreous China
Weight Pan: 29.5kg

Cistern: 14.1kg
Bowl Configuration P trap (converts to S using plastic s-bend provided)
Set Out S Trap 140 – 270 mm. (recommend 180mm) P Trap 190 mm. fixed
Colour White
Water Inlet Bottom inlet
Dimensions Height: 700mm

Width: 378mm 
Projection: 665mm 
Pan Height: 400mm

Cistern 4.5/3L Dual Flush
Rating 4*

4,5/3,3.3 Average litres per flush
4.5L full flush
3L half flush
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PORCHER STUDIO BTW TOILET SUITE

Standards and Warranty Standards: AS 1172.1 and AS 1172.2
Domestic Use Warranty: 7 years
Commercial Use Warranty: 1 year
Spare Parts and Labour Warranty: 1 year (12 months)

Warranty Covers Warranty covers faults in the product construction, material and 
assembly.

This warranty does not include faults caused by:

• Unsuitable or improper use
• Normal wear and tear
• Inadequate or complete lack of maintenance
• Chemical, electrochemical or electrical influences.

Cleaning Recommendation The manufacturer recommends the use of soapy water or approved 
bathroom cleaners. The use of abrasive materials, corrosive or abra-
sive cleaning agents, acids or scouring materials should not be used 
to clean the toilet system. Damage caused by any of these treatments 
will void the warranty period.

Warranty


