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Quantum Solar Heat Pump

Technical Information 

UNIT SIZE Compact 150L Compact 200L Compact 270L Compact 340L
Rated Size 
(Litres)

125 175 250 315

Recommended 
for..

3 people
1 bath

4 people
2 bath

5 people
2 bath

7 people
3 bath

Heating Output 
(kW)

2.36 2.45 3.83 3.83

Power input 
(kW)

0.66 0.66 0.986 0.986

COP of heating 3.67 3.67 3.88 3.88
Compressor 16.55cc* Rotary 16.55cc* Rotary 23.1cc* Rotary 23.1cc*
Refrigerant R134 R134a R134a R134a
Electrical 
supply

220-
240V/50Hz/1Ph

220-
240V/50Hz/1Ph

220-
240V/50Hz/1Ph

220-
240V/50Hz/1Ph

Circuit 10amps 10amps 15amps 15amps
Water 
Connections

¾ ¾ 3/4 BSP - 20mm 3/4 BSP

PTR valve 
setting

1000 kPA

ECV setting 850 kPA
PLV without 
ECV fitted

500-600 kPA

PLV with ECV 
fitted

350 – 500 kPA

Operating 
sound level at 
1.5M

50dBA 48dB (A) 
(*45dB(A)

48dB (A) 
(*45dB(A)

48dB (A) 
(*45dB(A)

Dimensions ( 
Height * 
Diameter )

1620mm x 
540mm

1950 mm x 
540mm

1900 mm x 650 
mm

2200mm x 
650mm

Nett (empty) 
weight (kg)

100 115 135 170

Ambient air 
operating 
temperature

-10 °C to +40 °C

Hot water 
production rate 
L/hr (COP)

53 (3.67) 53 (3.67) 77 (3.88) 77 (3.88)

Maximum 
temperature

70 C

Water temp 
setting

60 C
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